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§§ 91.161—91.165 [Reserved]

INSTRUMENT FLIGHT RULES

§ 91.167 Fuel requirements for flight in
IFR conditions.

(a) Except as provided in paragraph
(b) of this section, no person may oper-
ate a civil aircraft in IFR conditions
unless it carries enough fuel (consider-
ing weather reports and forecasts and
weather conditions) to—

(1) Complete the flight to the first
airport of intended landing;

(2) Fly from that airport to the alter-
nate airport; and

(3) Fly after that for 45 minutes at
normal cruising speed or, for heli-
copters, fly after that for 30 minutes at
normal cruising speed.

(b) Paragraph (a)(2) of this section
does not apply if—

(1) Part 97 of this chapter prescribes
a standard instrument approach proce-
dure for the first airport of intended
landing; and

(2) For at least 1 hour before and 1
hour after the estimated time of arriv-
al at the airport, the weather reports
or forecasts or any combination of
them indicate—

(i) The ceiling will be at least 2,000
feet above the airport elevation; and

(ii) Visibility will be at least 3 stat-
ute miles.

§ 91.169 IFR flight plan: Information
required.

(a) Information required. Unless other-
wise authorized by ATC, each person
filing an IFR flight plan shall include
in it the following information:

(1) Information required under
§ 91.153(a).

(2) An alternate airport, except as
provided in paragraph (b) of this sec-
tion.

(b) Exceptions to applicability of para-
graph (a)(2) of this section. Paragraph
(a)(2) of this section does not apply if
part 97 of this chapter prescribes a
standard instrument approach proce-
dure for the first airport of intended
landing and, for at least 1 hour before
and 1 hour after the estimated time of
arrival, the weather reports or fore-
casts, or any combination of them, in-
dicate—

(1) The ceiling will be at least 2,000
feet above the airport elevation; and

(2) The visibility will be at least 3
statute miles.

(c) IFR alternate airport weather mini-
mums. Unless otherwise authorized by
the Administrator, no person may in-
clude an alternate airport in an IFR
flight plan unless current weather fore-
casts indicate that, at the estimated
time of arrival at the alternate airport,
the ceiling and visibility at that air-
port will be at or above the following
alternate airport weather minimums:

(1) If an instrument approach proce-
dure has been published in part 97 of
this chapter for that airport, the alter-
nate airport minimums specified in
that procedure or, if none are so speci-
fied, the following minimums:

(i) Precision approach procedure:
Ceiling 600 feet and visibility 2 statute
miles.

(ii) Nonprecision approach procedure:
Ceiling 800 feet and visibility 2 statute
miles.

(2) If no instrument approach proce-
dure has been published in part 97 of
this chapter for that airport, the ceil-
ing and visibility minimums are those
allowing descent from the MEA, ap-
proach, and landing under basic VFR.

(d) Cancellation. When a flight plan
has been activated, the pilot in com-
mand, upon canceling or completing
the flight under the flight plan, shall
notify an FAA Flight Service Station
or ATC facility.

§ 91.171 VOR equipment check for IFR
operations.

(a) No person may operate a civil air-
craft under IFR using the VOR system
of radio navigation unless the VOR
equipment of that aircraft—

(1) Is maintained, checked, and in-
spected under an approved procedure;
or

(2) Has been operationally checked
within the preceding 30 days, and was
found to be within the limits of the
permissible indicated bearing error set
forth in paragraph (b) or (c) of this sec-
tion.

(b) Except as provided in paragraph
(c) of this section, each person conduct-
ing a VOR check under paragraph (a)(2)
of this section shall—

(1) Use, at the airport of intended de-
parture, an FAA-operated or approved
test signal or a test signal radiated by
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